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SIL 
Functional Safety Certificate 

 

No. 0H220929.JVQO73 
 

Certificate’s 

Holder: 

Jugao Valve Co., Ltd. 
188 Zhanhong Road, Dushan Industrial Zone, Wenzhou, Zhejiang 

Province 

Product: Metal valves and Fluorine-lined valves 

Model(s): Pressure range: 0.6mpa~6.4mpa,  

Diameter range: DN15-DN1200 

 

Standard: Has been assessed per the relevant requirements of: 

IEC 61508:2010 Parts 1-7 
 

And meets requirements providing a level of integrity to: 

Systematic Capability: SC 3(SIL 3 Capable) 

Random Capability: Type A Element 

SIL 3@ HFT=1, SIL 2 @ HFT= 0; Route 2H 

PFDAVG and Architecture Constraints must be verified each application 
 

*Safety function: 

Metal valves and fluorine-lined valves can be used to control the flow of air, water, 

steam, various corrosive media, mud, oil, liquid metal and radioactive media and 

other types of fluid flow. Cut off and throttle mainly in the pipeline. 
 

* Is suitable to be safety function according to the description and the configuration 

defined in Annex I 

Verification 

Mark: 

 
 

Remark: This SIL Verification of Compliance has been issued on a voluntary basis. ECM confirms that a Test Report is 

existent for the above listed product(s) and found to meet the requirements of above standards for application in 

safety related system up to Safety Level of SIL 3. The unit must be properly designed into a Safety Instrument Function as 

per the requirements in the Safety Manual. The Verification Mark shown above can be affixed on the product. It is NOT 

permitted to alter the Verification Mark in any way. In addition the Verification’s Holder is NOT allowed to transfer the 

Verification to third parties. This certificate can be checked for validity at  www.entecerma.it 
 

Date of issue 29 September 2022 
 

For online check:

 

 Expiry date 28 September 2027 
 

Approver  

Ente Certificazione Macchine 

Legal Representative 

Luca Bedonni  
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Annex I 
 

No. 0H220929.JVQO73 
 

1. The use of the product must obey the required rules to conservation of SIL3 properties, these rules are 

recalled in the §6 of the Assessment Report reference: [SIL Capability assessment report]. 

 

2. The product version of hardware components used for validation and type tests are the following:  
 

Product: Metal valves and Fluorine-lined valves 

Model(s): Pressure range: 0.6mpa~6.4mpa,  

Diameter range: DN15-DN1200 

 

3. Acceptable environmental constraints for the system are recalled in the safety Manual. These 

elements must be checked for each integration operation of the product. 

 

4. The SIL 3 capable certified safety instrumented function of the product Is the following: 

• SF1: To Close on demand. 

• SF2: To Open on demand. 

 

5. Hypothesis used for calculations are presented here under: The mode of operation is Low demand, 

which means less than 1 trip demand each year; 

 

Component architecture SIL Capability Demand frequency PFD 

1oo1 configuration SIL2 Low 9.71E-04 

1oo2 configuration SIL3 Low 2.23E-04 

 

Safety function Failure rate Undetected dangerous failure rate Tests intervals MTTR 

SF1 4.68E-05 4.65E-07 11months 48h 

SF2 4.73E-05 4.61E-07 11months 48h 

 

6. The safety integrated level of the safety function using the product shall be calculated taking into 

account the characteristics of the whole system. 
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证书号第18454872号

  实用新型专利证书

实用新型名称 ：一种双通道易维护蝶阀

发 明 人：冯羽;白滕;王宝聪;王樟;杨永波;薛一新;余周朝

专 利 号：ZL 2022 2 2676638.X

专 利 申 请 日：2022年10月11日

专 利 权 人：巨高阀门有限公司

地 址：325000 浙江省温州市龙湾区永中街道度山村展宏路188号

授 权 公 告 日：2023年02月10日 授 权 公 告 号：CN 218468265 U

国家知识产权局依照中华人民共和国专利法经过初步审查，决定授予专利权，颁发实用新型

专利证书并在专利登记簿上予以登记。专利权自授权公告之日起生效。专利权期限为十年，自申

请日起算。

专利证书记载专利权登记时的法律状况。专利权的转移、质押、无效、终止、恢复和专利权

人的姓名或名称、国籍、地址变更等事项记载在专利登记簿上。

局长

申长雨

                                                           2023年02月10日

*202222676638X*
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证书号第18454872号

专利权人应当依照专利法及其实施细则规定缴纳年费。本专利的年费应当在每年10月11日前缴

纳。未按照规定缴纳年费的，专利权自应当缴纳年费期满之日起终止。

 

申请日时本专利记载的申请人、发明人信息如下：

申请人：

巨高阀门有限公司

发明人：

冯羽;白滕;王宝聪;王樟;杨永波;薛一新;余周朝
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证书号第18654056号

  实用新型专利证书

实用新型名称 ：一种稳压流量可调控球阀

发 明 人：余周朝;张勇;王宝聪;王樟;诸葛芳芳

专 利 号：ZL 2022 2 3056278.X

专 利 申 请 日：2022年11月17日

专 利 权 人：巨高阀门有限公司

地 址：325000 浙江省温州市龙湾区永中街道度山村展宏路188号

授 权 公 告 日：2023年03月21日 授 权 公 告 号：CN 218670759 U

国家知识产权局依照中华人民共和国专利法经过初步审查，决定授予专利权，颁发实用新型

专利证书并在专利登记簿上予以登记。专利权自授权公告之日起生效。专利权期限为十年，自申

请日起算。

专利证书记载专利权登记时的法律状况。专利权的转移、质押、无效、终止、恢复和专利权

人的姓名或名称、国籍、地址变更等事项记载在专利登记簿上。

局长

申长雨

                                                           2023年03月21日

*202223056278X*
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证书号第18654056号

专利权人应当依照专利法及其实施细则规定缴纳年费。本专利的年费应当在每年11月17日前缴

纳。未按照规定缴纳年费的，专利权自应当缴纳年费期满之日起终止。

 

申请日时本专利记载的申请人、发明人信息如下：

申请人：

巨高阀门有限公司

发明人：

余周朝;张勇;王宝聪;王樟;诸葛芳芳
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证书号第19027648号

  实用新型专利证书

实用新型名称 ：一种自吸泵止回阀

发 明 人：白滕;王宝聪;王樟;张勇;余周朝;冯羽

专 利 号：ZL 2022 2 2995417.9

专 利 申 请 日：2022年11月10日

专 利 权 人：巨高阀门有限公司

地 址：325000 浙江省温州市龙湾区永中街道度山村展宏路188

号

授 权 公 告 日：2023年05月16日 授 权 公 告 号：CN 219035659 U

国家知识产权局依照中华人民共和国专利法经过初步审查，决定授予专利权，颁发实用新型

专利证书并在专利登记簿上予以登记。专利权自授权公告之日起生效。专利权期限为十年，自申

请日起算。

专利证书记载专利权登记时的法律状况。专利权的转移、质押、无效、终止、恢复和专利权

人的姓名或名称、国籍、地址变更等事项记载在专利登记簿上。

局长

申长雨

                                                           2023年05月16日

*2022229954179*
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证书号第19027648号

专利权人应当依照专利法及其实施细则规定缴纳年费。本专利的年费应当在每年11月10日前缴

纳。未按照规定缴纳年费的，专利权自应当缴纳年费期满之日起终止。

 

申请日时本专利记载的申请人、发明人信息如下：

申请人：

巨高阀门有限公司

发明人：

白滕;王宝聪;王樟;张勇;余周朝;冯羽


















